For Immediate Release

NEC Adds 30-inch wide-screen Monitor -  LCD3090WQXi to
Award-winning, Professional 90 Series

Hong Kong — May 8, 2008 — NEC Hong Kong Limited today announced the 30-inch
MultiSync LCD3090WQXi wide-screen display, which delivers innovative display
performance for users in the graphic design, photography, print production, and
CAD/CAM industries. It has been awarded Best of Show at MacWorld Expo 2008, the
second consecutive year that NEC has won this honor.

The MacWorld Best of Show Award was presented January 16 at the MacWorld Expo
in San Francisco, before a cheering audience. The MacWorld Best of Show title is
awarded to the foremost trend-setting products in each of the 11 product categories at
the MacWorld Expo. The awards are given to the most innovative products, which
make the Mac user experience easier and more beneficial.

An extension of the critically acclaimed MultiSync 90-Series, this 30-inch display is a
4-megapixel (2560 x 1600), wide-gamut, wide-screen LCD designed for professionals
who require premium color performance. Your productivity will soar with this model’s
wide-format (16:10) design, which provides roughly the same work area as two
smaller-sized displays and allows you to simultaneously view/work in multiple
application windows. The LCD3090WQXi features ColorComp, which reduces LCD
uniformity errors, and compensates for differences in color/grayscale and luminance,
and advanced backlight technology, which enables the display to produce 102
percent of the NTSC color scale for unsurpassed color gradation.

The LCD3090WQXi also includes a 12-bit,
internal look-up table (LUT), 2560 x 1600
resolution, and HDCP (High Bandwidth Digital
Content Protection), which is supported



through the DVI-D connector that allows for use with HDCP-equipped devices and
encrypted content.

"This newest 90-Series display delivers the color-performance benefits that high-end
professionals have come to expect and require from NEC," said Stan Swiderski,
Product Manager for NEC Display Solutions. “Whether in pre- or post-production
photography, digital animation, CAD/CAM design, or even soft-copy clinical viewing in
the medical field, the MultiSync LCD3090WQXi arms end-users with sophisticated
features and advanced functionality in order to deliver optimal output performance.”

The LCD3090WQXi incorporates in-plane switching (IPS) module technology, which
is widely accepted by industry professionals as being the highest performing LCD
technology available on the market, delivering unparalleled color reproduction and
brightness uniformity by minimizing off-angle color shift, and clearer black tones in
dark-colored images.

A partial list of features in the MultiSync LCD3090WQXi follows:

102 percent color gamut vs. NTSC, and 97.8 percent coverage of the Adobe
RGB color space

ColorComp - Digitally compensates individual pixels for slight variations in the
white and color uniformity levels of the display, resulting in greater image
accuracy

X-Light™ Pro - Backlight/sensor design, which allows brightness and color
settings to be held constant over the useful life of the display

12-bit internal LUT, which allows very precise adjustments to be made to the
display's Tone Response Curve without reducing the number of displayable
colors as well as allowing for non-video card calibration

AmbiBright, which automatically adjusts the display's backlight, based on the
ambient environment lighting, to achieve optimal viewing brightness and
energy conservation

Black Level Adjustment, which creates black levels to more closely resemble
those of a CRT

Digital CableComp, which allows extended DVI-D cables, of up to 30 meters
(or 100 meter analog cables), to be utilized without any image degradation or
distortion

Digital DVI-D with HDCP and analog DVI-I inputs with true MultiSync support
for non-native resolutions



Multi-Directional Controls - Easily accessible horizontal and vertical control
buttons for simple on-screen management in either landscape or portrait
modes

Eco-Mode, which allows users or administrators to dim the back-light to
brightness level pre-sets of 75 percent or 50 percent, which reduce power
consumption and yield longer product life

Spectraview Il Supported - Compatible with NEC's color calibration software
for hardware calibration and profiling

Standalone calibration/matching - Sensor can be connected directly to monitor;
no PC necessary for calibration

Designed for landscape or portrait usage without degradation of performance
or life of product

Extended 190mm height adjustment range, which allows unprecedented
ergonomic flexibility

OSD Lockout - All functions, including power,

can be locked out at the display for greater

setting security

Overdrive, which improves gray-to-gray

response time for better gaming and full-motion

video experience

Quick-release stand for easy mounting on

third-party arms or wall mounts

WEEE Compliant, which ensures easier, more environmentally friendly
product transitions

The new 30-inch display is RoHS (Restriction on Hazardous Substances) compliant,

containing fully disposable plastics and minimal amounts of hazardous materials such

as lead, hex-chrome, cadmium, mercury, PBDE and PBB.

Specification of MultiSync LCD3090WQX:i:

Screen Size [inch] 30”

Aspect Ratio 16:10

Optimum Resolution 2560 x 1600 at 60 Hz
Capability Full HD 1080p

Colour Gamuts (Size comparison, [value2]% NTSC



typ.)
Pixel Pitch [mm]

Viewing Angle [

Contrast Ratio (typ.)
Brightness (typ.) [cd/m?3]
Response Time (typ.) [ms]

Colours [Mio.]

Horizontal Frequency [kHz]
Vertical Frequency [Hz]
Connectors

Plug & Play

Adjust Functions

ErgoDesign®: Height adjustable
Stand [mm]

Screen Tilt / Swivel []
Dimensions (W x H x D) [mm]
Bezel Width [mm]

Weight [kg]

Colour Versions

Warranty

Price (Suggested Street Price)

0.251

178 horizontal / 178 vertical (typ. at contrast ratio
10:1)

1000:1

350

6 (grey-to-grey), 12 (6 white / black; 6 black /
white)

16.77

24.0 - 93.8 (analog) / 31.5 - 98.7 (digital)

50.0 - 85.0

Digital: 2 x DVI-D; Digital/ Analog: 2 x DVI-I
VESA DDC/CI; VESA DDC2B; EDID Standard
Advanced NTAA (Advanced
Non-Touch-Auto-Adjustment); Advanced User
Menu; Auto Adjust; Black Level; Brightness;
Colour Temperature Control; Contrast; Expansion
Mode; Fine Adjust (analog); Hotkeys; Intelligent

Power Management; Language Select; Monitor
Information; OmniColor™: SRGB and

6-axis-colour-control; On-Screen-Manager (OSM)

lock-out; Sharpness

190 (Landscape mode)

-5to0 +30/-170 to +170

687.3 x 478.6 - 668.6 x 342.8 (Landscape mode)
22

19.1

Silver Front Bezel, Light Grey Back Cabinet
Black Front Bezel, Black Back Cabinet

3 years warranty incl. backlight

HK$19,800



For enquiry ™" please call 2795-5333or visit www.nhec.com.hk

About NEC Hong Kong Limited

NEC has a long and eventful history in Hong Kong. NEC Hong Kong Limited was
established in 1984 and has expanded rapidly its activities to meet the growing
demands for our customers in Hong Kong, Macau and China. From the
manufacturing to the dynamic technological era, NEC Hong Kong has been providing
advanced computer and communications products, display and visual appliance,
mobile telecommunications devices, and information & communication technology
solutions to foster the market development. We are now a leading provider of
business solutions and consulting services, dedicated to meeting the specialized
needs of our customers in the fields of business network, security, banking and

finance, and outsourcing services.



